Source Engineering Inc.

40ZYT PMDC Motors

Magnet (B#%%) : Ferrite 8k S 4&

Insulation Class 84 %% : B , F

Protection P53 &4 : No

Shaft OD tHHHE#E : 5 mm

Bearing %17 : Ball/Sleeve

Winding £e4k 1% 4% -
1. Voltage TYEBESEE : 6 ~36VDC
2. Speed FEHIESTHE : 3,000 ~ 8,000 RPM
3. Power HtiZhEEHE : 3B W

®  Motor Specifications ( ZiE4FE ) Y[oz-in] = 0.141612*X[mNm]
MODEL Voltalge No Load Rated Stall I,;Ar?;%:
EQ % Nominal | Speed | Current | Speed | Current Torque Output Eff. Torque Current

Vdc | r/min A r/ min A g'em | mN*m w % gcm | mN*m A mm
40ZYT056-12-38 12 3800 0.3 3000 1.2 226 22.2 7.0 48 850 834 5.8 56
40ZYT056-24-62 24 6200 0.32 4920 1.47 460 451 232 66 2300 | 2255 6 56
40ZYT061-12-63 12 6300 0.72 5000 347 537 52.7 27.6 66 3050 | 299.1 16.5 61
40ZYT061-24-63 24 6300 0.35 5000 1.9 604 59.2 31.0 68 3020 | 296.1 8.2 61
40ZYT070-12-62 12 6200 0.9 4920 416 632 62.0 31.9 64 3160 | 3099 | 17.2 70
40ZYT070-24-62 24 6200 04 4920 24 660 64.7 33.3 58 3200 | 313.8 9.1 70
40ZYT063-24-40 24 4000 0.3 3200 0.8 300 294 9.9 51 800 78.4 34 63
40ZYT071-24-36 24 3600 0.3 3000 0.9 400 39.2 12.3 57 1200 | 117.7 4.1 71
40ZYT071-24-42 24 4200 0.35 3800 1.8 650 63.7 25.3 59 2600 | 255.0 7.6 71
40ZYT075-24-48 24 4800 04 4000 2.2 800 784 32.8 62 3800 | 3726 8.6 75

Magnet: ZYT = Ferrite; ZYN = Neodymium

®  Motor Dimensions ( AFERHE )
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