Source Engineering Inc.

83ZYT PMDC Motors

Magnet (B#%%) : Ferrite 84K

Insulation Class 84 %% : B , F

Protection P53 &4 : No

Shaft OD HEHER : 8~ 12mm

Bearing H#7 : Ball

Winding £e4k 1% 4% :
1. Voltage TYERESEHE : 6 ~36VDC
2. Speed FERIESTE : 2,000 ~ 6,000 RPM
3. Power FHiZhERSEHE :30~200W

®  Motor Specifications ( ZiX4FE )

Rated No Load Rated (% &) Motor

Model Voltage | Speed | Current | Speed | Current Torque Power | Eff. | ength
Vdc RPM Amp RPM Amp 0z-in | mNm W % mm
832YT128-24-39 24 3900 1.1 3500 4.6 31.0 219 80 72.7 128
832YT128-24-45 24 4500 2.1 4000 8.5 50.6 357 150 734 128
832YT128-30-31 30 3100 1.2 2726 4.57 51.3 362 103 754 128
832YT140-24-39 24 3900 1.3 3500 53 37.0 261 96 75.3 140
832YT140-30-32 30 3200 1.6 2850 5.6 59.7 422 126 74.9 140

®  Motor Dimensions ( SAMERSHE )
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